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Anodes
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 ISO 17025 Accredited cert. #3612.01

Galvotec has been producing sacrificial (galvanic) Zinc Anodes since 1984. Quality 

workmanship, on time deliveries, and an experienced dedicated staff has led Galvotec 

to become Americas leading producer of sacrificial anodes. 

Zinc Anodes are typically used in salt water or marine environments, and also in certain 

soil environments where Cathodic Protection is required. Galvotec meets or exceeds 

industry standards and can manufacture any standard or custom anode type you may 

require. 

Galvotec's laboratory is accredited to the International Standard, ISO/IEC17025 in order

to insure quality with respect to chemical composition and electrochemical performance.

Each heat is analyzed for chemical composition prior to casting.

Galvotec Zinc Anodes meet or exceed the latest Mil-Spec revision. The alloys are also 

covered by ASTM-418-95 Type I and Type II. Galvotec Zinc Anodes are effective and 

economical corrosion fighters in applications where temperature exposures are limited 

to 140 degrees F. (60o C.) Typical uses  for Type I are in seawater or saline mud; and 

typical applications for Type II are in soils.

High Temperature Zinc Alloy is used for high temperature application above 120 

degrees Fahrenheit ( 50o C ) up to 176 degrees Fahrenheit ( 80o C).

Galvotec is an approved manufacturer for the U. S. Department of Defense in addition 

to all of the major shipyards and fabricators.

Applications may include:

�
Hulls of ships, barges, boats, and tugs

�
Ballast tanks of tankers, ore carriers and freighters

�
Bulkheads

�
Piers and Pilings

�
Pipelines

�
Heat Exchangers

�
AC mitigation
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�
Grounding Cells

Composi�on of Zinc Anode Alloys %

Element

ASTM-B-418 Type I

Mil-A-18001-K ASTM-B-418 Type II

High Temperature

Zinc Alloy

Iron (Fe) 0.005 max. 0.0014 max. 0.002 max.

Lead (Pb) 0.006 max. 0.003 max. 0.006 max.

Copper (Cu) 0.005 max. 0.002 max. 0.001 max.

Aluminum (Al) 0.1 - 0.5 0.005 max. 0.1 - 0.25

Cadmium (Cd) 0.025 - 0.070 0.003 max. 0.001 max.

Magnesium (Mg) - - 0.05 - 0.150

Others (total) - - 0.10 max.

Zinc Balance Balance Balance

Electrochemical Proper�es

(in seawater)

Electrode Poten.al (Cu/

Cu SO4)

 -1.10V*  -1.10V* *In most Soils and

Natural Waters

Nominal Efficiency 95 - 99% 95 - 99%

Nominal Ampere

Hours / Pound

354 - 380 354 - 380
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Military Anodes

Product 

I.D.
Mil Spec

Wt. W H L

lbs kg in mm in mm in mm

         

GA-23 ZHS-23 22 10 6 152 1 1/4 32 12 305

GA-23C ZHC-23 22 10 6 152 1 1/4 32 12 305

GA42 ZHS-47 42 19 6 152 2 1/2 64 12 305

GA-42C ZHC-47 40 18 6 152 2 1/2 64 12 305
Nominal Weights and Dimensions

Product I.D.

Mil

Spec

Wt. W H L

lb

s kg in mm in mm in mm
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GA-12 ZSS-12 11 5 3 76 1 1/4 32 12 305

GA-24 ZSS-24 22 10 3 76 2 1/2 64 12 305
Nominal Weights and Dimensions

Product

I.D.
Mil Spec

Wt. W H L

lbs kg in mm in mm in mm

          

GA-TD6 ZTS 5 2.3 3 76 1 1/4 32 9 229
Nominal Weights and Dimensions

Product

I.D.

Wt. W H L

lbs kg in mm in mm in mm
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GA-26 26 11.8 4 1/2 114 2 1/4 57 14 356
         Nominal Weights and Dimensions

Product

I.D.

Wt. W H L

lbs kg in mm in mm in mm

         

GA-48 48 21.8 4 1/2 114 2 1/4 57 24 610
Nominal Weights and Dimensions
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Product I.D.

Wt. W H L

lbs kg in mm in mm in mm

Tapered GA-23T

        

22 10.2 6 1/2 165 1 1/4 32 14 356
Nominal Weights and Dimensions

GA-PZ Series

Product I.D.

Wt. W H L

Core Typelbs kg in mm in mm in mm

         

GA-PZ-50 50 22.7 2 51 2 51 48 1219 E,R

GA-PZ-100 100 45.4 3 76 3 76 44 1118 E,P,R

GA-PZ-150 150 68 4 102 4 102 36 914 E,P,R

GA-PZ-250 250 113.4 9 229 9 229 12 305 E,P,R

GA-PZ-

250A* 250 113.4 4 102 4 102 60 1524 P

GA-PZ-350 375 170.1 7 178 7 178 30 762 E,P,R

GA-PZ-500 500 226.8 9 229 9 229 24 610 E,P,R

* PIPE CORER FOR THIS ANODE IS 3/4 STANDARD PIPE

Nominal Weights and Dimensions

Zinc Cast Plates (without cast-in moun�ng straps)
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Product I.D.

Wt. W H L

lbs kg in mm in mm in mm

       

GA-19 19

8.

5 6 152 1    25 12 305

GA-10 / SOLID 10

4.

5 6 152

 1/

2 13 12 305

GA-10 / SECTION 10

4.

5 6 152

 1/

2 13 12 305
Nominal Weights and Dimensions

Custom Line

For special requirements, Mil-Spec anodes for ballast tanks, piers and pilings can be 

furnished with a wide variety of cores. The range of dimensions are shown in the table

below.

Cross Sec�on Lengths Nom. Wt.

in mm in mm in mm

1.4 x

1.4 36 x 36 6 - 60 152 - 1524 0.5 0.009

2 x 2 51 x 51 6 - 60 152 -1524 1.0 0.018

2.5 x

2.5 64 x 64  6 - 60 152 - 1524 1.5 0.027

3 x 3 76 x 76 6 - 60 152 - 1524 2.3 0.041

4 x 4 102 x 102 6 - 48 152 - 1524 4.2 0.075

5 x 5 127 x 127 6 - 36 152 - 1219 6.5 0.116

7 x 7 178 x 178 9 - 24 152 - 914 12.8 0.228

9 x 9 229 x 229 9 - 24 229 - 610 21.0 0.375

9 x 10 229 x 254 9 - 24 229 - 610 23.4 0.418

10 x 10 254 x 254 9 - 24 229 - 610 26.0 0.464
Nominal Weights and Dimensions
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GA-ZEP Series

Product

I.D.

Wt Diameter

Core Typelbs kg in mm

GA-ZEP 2 1 0.5 2 51 B

GA-ZEP 3 2 0.9 3 76 A

GA-ZEP 4 3 1.4 4 102 A

GA-ZEP 5 5 2.3 5 127 A

GA-ZEP 6 7 3.2 6 152 A

GA-ZEP 9 16 7.3 9 229 B

GA-ZEP 11 24 10.9 11 279 B

GA-ZEP 15 23 10.4 15 381 C

Style A Square Slab 6" x 6" x 1"
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Style B Circular Slab

Style C Semi-Circular Slab
Nominal Weights and Dimensions

Core Type A 3/8" or 1/2"

Core Type B Two 1/2"

Core Type C Two 3/8" or 1/2"

GA-TZ Series

Anodes contain straight galvanized steel core rod for direct welding or assembly to 

two flat bars with "U" bolts.

Product

I.D.

Wt W H La Lc

          

lbs kg in mm in mm in mm in mm

GA-TZ-27 27 12.3 1.4 36 1.4 36 48 1219 60 1524

GA-TZ-50 50 22.7 2 51 2 51 48 1219 60 1524

GA-TZ-60 60 27.2 2 51 2 51 60 1524 72 1829

GA-TZ-70 70 31.8 2 1/2 64 2 1/2 64 48 1219 60 1524

GA-TZ-100 100 45.4 2 1/2 64 2 1/2 64 60 1524 72 1829
Nominal Weights and Dimensions

GA-TZ Bolt-On Series
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Core consists of two galvanized steel flat bars welded to a mild steel rod. Anodes may

be clamped, welded, or bolted to ballast tank structure.

Product I.D.

Wt W H La C

          

lbs kg in mm in mm in mm in mm

GA-TZB-27 27 12.3 1.4 36 1.4 36 48 1219 24 610

GA-TZB-50 50 22.7 2 51 2 51 48 1219 24 610

GA-TZB-60 60 27.2 2 51 2 51 60 1524 36 914

GA-TZB-70 70 31.8 2 1/2 64 2 1/2 64 48 1219 24 610

GA-TZB-100

10

0 45.4 2 1/2 64 2 1/2 64 60 1524 36 914
Nominal Weights and Dimensions

GA-TZ Weld-On Series

3/8" Bent galvanized steel core rod on sizes up to 50 lbs for direct welding to 

structure. Anodes over 50 lbs will have 5/8" diameter core rod.

Product I.D.

Wt W H La C

Current Ra�ng

(amp-yrs)

          

lbs kg in mm in mm in mm in mm

GA-TZW-27 27 12.3 1.4 36 1.4 36 48 1219

6

9 1753 1

GA-TZW-50 50 22.7 2 51 2 51 48 1219

6

9 1753 2

GA-TZW-60 60 27.2 2 51 2 51 60 1524

8

1 2057 2.25

GA-TZW-70 70 31.8 2 1/2 64 2 1/2 64 48 1219

6

9 1753 2.5

GA-TZW-100 10 45.4 2 1/2 64 2 1/2 64 60 1524 8 2057 4
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0 1
Nominal Weights and Dimensions

Zinc Soil Anodes

Zinc Soil Anodes are manufactured from 99.99% pure Zinc (SHG special high grade 

zinc) conforming to the composition in ASTM B-418-95 Type II.

Galvotec Zinc Anodes for underground use are produced in a variety of sizes and

weights. All of the following anode types are supplied with 1/4" galvanized mild steel 

core. 

 Anodes can be supplied bare or packaged with a standard 10 ' of #12 copper lead 

wire ( THWN / THHN ) unless otherwise specified.

Product I.D.
Wt W H L Packaged  Pkg. Diam Pkg. L

lbs kg in mm in mm in mm lbs kg in mm in mm

GA-S-5 5 2.3 1.4 36 1.4 36 9 223 20 9 5 127 15 381

GA-S-12 12 5.4 1.4 36 1.4 36 24 610 40 18 5 127 30 762

GA-S-15 15 6.8 2 51 2 51 15 381 36 16 6 152 21 533

GA-S-18 18 8.2 1.4 36 1.4 36 16 914 55 25 5 127 42 1067

GA-S-30 30

13.

6 1.4 36 1.4 36 60 1524 86 39 5 127 66 1676

GA-S-30A 30

13.

6 2 51 2 51 30 762 67 30 6 152 36 914

GA-S-45 45

20.

4 2 51 2 51 45 1143 100 45 6 152 51 1295

GA-S-60 60

27.

2 2 51 2 51 60 1524 120 55 6 152 66 1676
Nominal Weights and Dimensions

Custom Anodes

Cross Sec�on Length Range Nominal Wt

in mm in mm lbs/in kg/mm

3 x 3 76 x 76 6 - 60

152 -

1524 2.3 0.041

4 x 4 102 x 102 6 - 60

152 -

1524 4.2 0.075

5 x 5 127 x 127 6 - 48 152 -1219 6.5 0.116
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7 x 7 178 x 178 6 - 36 152 - 914 12.8 0.228

9 x 9 229 x 229 12 - 24 305 - 610 21 0.375

10 x 10 254 x 254 9 -24 229 - 610 26 0.464
Nominal Weights and Dimensions

Type ZRN

Solid Zinc Pencil Anodes

Product

I.D.

A B C D

in mm in mm

Anode

Thread 

Plug NPT Size

ZP-P375  3/8 10 * * 3/8 - 16 NC 1/4"

ZP-P500  1/2 13 * * 3/8 - 16 NC 3/8"

ZP-P625  5/8 16 * * 3/8 - 16 NC 1/2"

ZP-P750  3/4 19 * * 5/8 - 11 NC 3/4"

ZP-P1050 1 25 * * 3/4 -10 NC 1"

Available in 1" to 6" (25mm to 152mm) lengths. 

     Available 1" - 6" long in 1" increments.

Nominal Weights and Dimensions

ZRN Pencil Anode Brass Retaining Plugs
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Product I.D.

A B C

Anode Thread
NPT

Size

in mm in mm in mm

Use with 

Pencil

BP - 250 - B  1/4 6

0.25

0 8

0.56

2 16 3/8-16 NC

ZP-P375

BP - 375 - B  3/8 10

0.25

0 8

0.69

0 19 3/8-16 NC

ZP-P500

BP - 500 - B  1/2 13

0.25

0 10

0.87

5 25 3/8-16 NC

ZP-P625

BP - 750 - B  3/4 19

0.31

2 10

1.06

2 32 5/8-11 NC

ZP-P750

BP - 1000 - B 1    25

0.50

0 13

1.50

0 38 3/4-10 NC

ZP-P1050

Nominal Weights and Dimensions

Zinc Rods 

Product I.D.
Size D x L Net Wt

in mm lbs kg

ZR - .75 X 36 3/4 X 36 19 X 914 4.5 2

ZR - 1 X 36 1 X 36 25 X 914 7.5 3.4

ZR - 1.25 X 36

1.25 X

36 32 X 914 12 5.4

ZR - 1.5 X 36 1.5 X 36 38 X 914 18.75 8.5

ZR - 2 X36 2 X 36 51 X 914 33 15

ZR - 3 X 36 2.5 X 36 64 X 914 51 23.1

ZR - 3.5 X 36 3 X 36 76 X 914 60.75 27.6

ZR - 3.5 X 36 3.5 X 36 89 X 914 86.25 39.1
   Nominal Weights and Dimensions

Tapered Zinc Bracelet Anodes

Bracelet I.D. Type* Thickness Length Gap Net Wt Gross Wt

In mm  in mm in mm in mm lbs kg lbs kg
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2 3/8 60 T 1 1/4 32 12 305 1    25 29 13.2 31 14.1

3 1/2 89 T 1 1/4 32 12 305 1    25 39 17.7 41 18.6

4 1/2 114 T 1 1/2 38 12 305 1 1/4 32 62 28.1 64 29

4 1/2 114 T 1 1/2 38 19 1/4 489 1 1/4 32 119 54 122 55.3

5 4/7 141 T 1 1/2 38 15 5/8 397 1 1/4 32 95 43.1 98 44.5

6 5/8 168 T 1 1/2 38 11 1/4 286 1 1/2 38 83 37.7 87 39.5

6 5/8 168 TB2 1 1/2 38 13 1/2 343  3/4 19 83 37.7 87 39.5

6 5/8 168 T 1 1/2 38 13 5/8 346 1 1/2 38 83 37.7 87 39.5

6 5/8 168 T 1 1/2 38 18 457 1 1/4 32 155 70.3 159 72.1

6 5/8 168 T 1 3/4 44 21 1/4 540 1 1/2 38 190 86.2 194 88

6 5/8 168 ST 1 3/4 44 21 3/4 553 1 1/2 38 204 92.5 208 94.4

7 3/8 187 TB2 2 1/4 57 9 1/2 241 1    25 114 51.7 119 54

8 5/8 219 T 1 1/2 38 11 1/4 286 1 1/2 38 101 45.8 106 48.1

8 5/8 219 T 1 1/2 38 14 1/3 364 1 1/2 38 129 58.5 134 60.8

8 5/8 219 T 1 1/2 38 19.8 503 1 1/2 38 212 96.2 217 98.4

8 5/8 219 TB1 2 1/4 57 26 5/8 676 - - 212 96.2 217 98.4

8 5/8 219 T 2 1/2 64 16 406 1 1/2 38 250 113.4 254 115.2

9 3/8 238 ST W SOCKETS 1 1/2 38 13 1/2 343 3    76 183 83 187 84.8

9 1/2 241 TB2 2 1/2 64 10 1/2 267 2    51 168 76.2 170 77.1

10 3/4 273 T 1 1/2 38 12.7 323 2    51 129 58.5 136 61.7

10 3/4 273 T 1 1/2 38 17 3/4 451 2    51 196 88.9 201 91.2

10 3/4 273 T 1 3/8 35 18 3/4 476 1 1/2 38 209 94.8 214 97.1

10 3/4 273 T 1 3/4 44 22 559 2    51 304 137.8 309 140.2

10 3/4 273 ST 1 3/4 44 22 1/4 564 2    51 320 145.2 326 147.9

10 3/4 273 TB1 3 1/4 83 24 1/2 622 - - 338 153.3 352 159.7

10 3/4 273 ST 1 3/4 44 40 1016 2 1/2 64 586 265.8 596 270.3

12 3/4 324 T 1 1/2 38 14 3/4 375 2    51 191 86.6 201 91.2

12 3/4 324 T 1 1/2 38 16 3/4 425 1 1/2 38 269 122 275 124.7

12 3/4 324 ST 1 1/2 38 21.2 539 2 1/4 57 307 139.3 319 144

12 3/4 324 T W/SOCKETS 1 1/2 38 23 584 4    102 323 146.5 329 149.2

12 3/4 324 T 2 51 19 5/8 498 2    51 385 174.6 398 180.5

12 3/4 324 ST1 1 3/8 35 31 1/2 800 2    51 426 193.2 438 198.7

13 4/7 345 T W/SOCKETS 1 1/2 38 14 356 4    102 178 80.7 184 83.5

14    356 ST 1 1/2 38 21.1 536 2 1/4 57 338 153.3 351 159.2

14    356 ST 1 3/4 44 21 3/4 553 2    51 397 180.1 411 186.4

16    406 ST 1 3/4 44 20 508 2 1/4 57 436 197.8 451 204.6

16    406 ST1 1 1/2 38 32 813 2    51 542 245.9 557 252.7

16    406 ST 2 51 23 584 2 1/2 64 544 246.8 559 253.7

32    813 T 2 51 15 1/2 394 3    16 750 340.3 785 356.2
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36    914 T 2 3/4 70 16 7/8 429 3    76 1096 497.3 1131 513.2

40    1016 T 2 51 15 3/8 390 3    76 604 274 631 286.3

Nominal weights

and dimensions

*

T Tapered   

TB1 Tapered Bolt-On (1-half only)

TB2 Tapered Bolt-On

ST Semi-Tapered

ST1 Semi-Tapered (one end only)

Zinc Bracelet Anodes for Concrete Coated Pipe

Bracelet I.D. Type* Thickness Length Gap Net Wt Gross Wt
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In mm  in mm in mm in mm lbs kg lbs kg

6 5/8 168 CC 1 1/2 38 14 1/2 368 3    76 107 48.5 111 50.3

6 7/8 175 IT 1 1/2 38 19 1/2 495 2    51 161 73 165 74.8

8 5/8 219 CC 1 1/2 38 8 1/2 216 2    51 78 35.4 81 36.7

8 5/8 219 CC 1 3/4 44 16 1/4 413 1 1/2 38 229 103.9 234 106.1

8 7/8 225 IT 1 1/2 38 16 1/2 419 2    51 164 74.4 168 76.2

10 3/4 273 CC 1 3/4 44 18 1/4 464 2 1/2 64 270 122.5 279 126.6

10 3/4 273 CC 1 3/4 44 22    559 2    51 304 137.9 316 143.3

10 3/4 273 CC 2    51 17 3/8 441 2    51 312 414.5 321 145.6

10 3/4 273 CC 2    51 21 3/4 553 2 1/2 64 354 160.6 364 165.1

11    279 IT 1 1/2 38 19 1/2 495 2    51 253 114.8 259 117.5

12    305 CC 1 1/2 38 16 3/8 416 2    51 234 106.1 244 110.7

12    305 CC 2    51 11 3/4 299 2    51 234 106.1 244 110.7

12 3/4 324 CC 1 1/8 29 16    406 2    51 177 80.3 190 160.1

12 3/4 324 CC 1 1/4 32 16    406 2    51 192 87.1 198 89.8

12 3/4 324 CC 1 1/8 29 21 1/2 546 1 1/2 38 250 113.4 264 119.8

12 3/4 324 CC 1 1/2 38 18 8/9 480 2    51 291 132 304 137.9

12 3/4 324 CC 1 3/4 44 18 1/2 470 3    76 338 153.3 351 159.2

12 3/4 324 CC 1 1/2 38 26 5/8 676 3    76 387 175.5 400 181.4

13    330 IT 1 1/2 38 16 1/2 419 2    51 237 107.5 242 109.8

14    356 CC 1 1/4 32 16 3/4 426 2    51 239 108.4 247 112

14    356 CC 2    51 21    533 3    76 406 184.2 473 214.6

16    406 CC 1 1/4 32 12    305 2    51 174 78.9 189 85.7

16    406 CC 1    25 21    533 2    51 270 122.5 286 129.7

16    406 CC 1    25 24 3/4 629 1 1/2 38 333 151 349 158.3

16    406 CC 1 1/2 38 17 1/2 445 2    51 333 151 349 158.3

16    406 CC 1 1/4 32 25    635 1 1/2 38 403 182.8 419 190.1

16    406 CC 1 3/4 44 18 1/2 470 3    76 411 186.4 422 191.4

16    406 CC 1 1/2 38 21 3/4 553 2    51 437 196.2 453 205.5

18    406 CC 2 1/2 64 13.4 340 3    76 442 200.5 458 207.7

18    456 CC 1 5/8 41 17 1/5 437 4 3/8 111 359 162.8 376 170.6

18    457 CC 2 1/2 64 12 1/2 318 3    76 468 212.3 485 220

18    457 CC 1 3/4 44 19 1/2 495 2 1/2 64 489 221.8 506 229.5

18    457 CC 1 3/4 44 18.9 480 2    51 489 221.8 506 229.5

18    457 RT 2 3/4 70 24 7/8 632 4 3/8 111 562 254.9 579 229.5

18    457 CC 1 3/4 44 27 5/8 702 3    76 684 310.3 701 318

20    457 CC 2    51 21 1/4 540 2 1/2 64 619 280.8 637 288.9

20    508 CC 1 3/4 44 8 1/2 216 3 3/4 95 195 88.5 205 93

20    508 CC 1 3/4 44 9 1/2 241 2    51 260 117.9 279 126.6
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20    508 CC 1 3/4 44 10 1/4 260 2    51 289 131.1 308 139.7

20    508 CC 1 1/2 38 16 1/2 419 3    76 372 168.7 390 176.9

20    508 CC 1 5/8 41 16    406 2 1/2 64 408 185.1 426 192.2

20    508 CC 2 1/2 64 10    254 2    51 416 188.7 434 196.9

20    508 CC 1 7/8 48 14 1/4 362 3    76 419 190.1 437 198.2

20    508 CC 2 1/4 57 12 3/4 324 2 1/2 64 447 202.8 465 210.9

20    508 CC 1.9 48 16 1/4 413 3    76 492 223.2 510 231.3

20    508 CC 1 5/8 41 21 1/4 540 2 1/2 6.4 494 224.1 513 232.7

Nominal weights

and dimensions

Zinc Bracelet Anodes for Concrete Coated Pipe

(con�nued)
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Bracelet

I.D. Type* Thickness Length Gap Net Wt Gross Wt

In mm  in mm in mm in mm lbs kg lbs kg

20    508 CC 2 1/2 64 14    356 2 1/2 64 536 243.1 555 251.8

20    508 CC 1 3/4 44 19 3/4 502 2 1/2 64 544 246.8 563 255.4

20    508 CC 2    51 28 5/8 727 3    76 915 415 933 423.2

24    610 CC 1 1/4 32 13    330 2    51 302 137 325 147.4

24    610 CC 1 3/4 44 11 1/8 283 3    76 367 166.5 390 176.9

24    610 CC 1 3/4 44 14 1/8 359 3    76 460 208.7 483 219.1

24    610 CC 2 3/4 44 8 3/4 222 3    76 460 208.7 472 214.1

24    610 CC 3 3/4 95 6    152 3 1/2 89 460 208.7 472 214.1

24    610 CC 1 1/2 38 17    432 2 1/2 64 484 219.5 507 230

24    610 CC 2 1/8 54 11 1/4 286 2 1/2 64 489 221.8 512 232.2

24    610 CC 2    51 13    333 2 1/2 64 502 227.7 524 237.7

24    610 CC 2 1/2 64 10 7/8 276 3    76 520 235.9 543 246.3

24    610 CC 1 3/4 44 18 1/2 470 3    76 606 274.9 629 285.3

24    610 CC 2    51 16    406 3    76 606 274.9 629 285.3

24    610 CC 3 1/8 79 10    254 2 1/2 64 624 283 647 293.5

24    610 CC 3    76 10 5/8 270 3    76 624 283 647 293.5

24    610 CC 2    51 17    432 3    76 660 299.4 683 310

24    610 CC 3 1/8 79 10 3/4 273 2    51 689 312.5 712 323

24    610 CC 1 4/9

36.

5 28 3/4 730 3    76 7750

3515.

4 798 362

24    610 CC 2    51 19 3/5 498 3    76 746 338.4 769 348.8

24    610 CC 1 3/4 44 24 1/4 616 3    76 819 371.5 842 381.9

24    610 CC 2    51 35 3/4 908 3    76 1342 608.7 1365 619.1

24    610 CC 2 3/8 60 33 1/4 845 3    76 1547 701.7 1570 712.2

25    635 CCB 3 1/2 89 4 1/2 114 2    51 320 145.2 v v

25    635 CCB 4 1/2 114 5    127 2    51 486 220.4 v v

26    660 CC 1 4/7 41 21 2/3 551 5    127 655 297.1 679 308

30    762 CC 2    51 10    254 3    76 468 212.3 493 223.6

30    762 CC 2 3/4 70 8 1/2 216 3    76 564 255.8 580 363.1

30    762 CC 2 1/4 57 10 3/4 273 4    102 572 259.5 601 272.6

30    762 CC 2    51 12 1/2 318 3    76 606 274.9 631 286.2

30    762 CC 2 1/2 64 13 1/2 340 3    76 806 365.6 831 376.9

30    762 CC 2 1/4 57 15 1/2 394 3    76 840 381 865 392.4

36    914 CC 2    51 15 1/4 387 3    76 889 403.3 924 419.1

36    914 CC 2 1/4 57 15 1/8 384 3    76 996 451.8 1031 467.7

36    914 CC 3    76 12 3/5 320 4    102 1092 495.3 1127 511.3

36    914 CC 3    76 36 3/4 934 3    76 3286

1490.

5 3337

1513.

7
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    Zinc 

Anodes
 ISO 9001 Certified

 ISO 17025 Accredited cert. #3612.01

40    1016 CC 3 1/4 83 28 3/4 730 4    102 3037

1377.

6 3093 1403

40    1016 CC 4 1/4 108 21 5/8 549 4    102 3065

1390.

3 3121

1415.

7

Nominal weights

and dimensions

*

CC Concrete Coated (Square Bracelet)

IT Internally Tapered Bracelet

TR Reversely Tapered Bracelet

CCB Square Bolt-On Bracelet

V Variable Due to Bolt-On Assembly
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